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CAPILLARY CLIPS

CC-1G & TS17R SERIES
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CAPABILITY

Scribe or score mark allows 
units to be seperated into 2 

parts. One part can be used 
as a capillary mounting clip 

for mounting in the same 

plane. The other part can 

be used as a sensor 
mounting  bracket for 1/4” 
diameter sensors. Either

 

part can be discarded if not
 

used.

Slots are available to use nylon zip ties to hold 
tubing in place if needed. This might not be 
necessary as inside tapered ridges allow tubing 
to be snapped in and then held in place.

Openings to hold 
capillary tubes of 
three sizes:

3/8”

1/4”

1/8”

TS17R DESCRIPTION
Rubber Tube Clamps for Duct Temp Averaging

Part# @ Clamp diameter

TS17R-4 @ 1/4”

TS17R-5 @ 5/16”

TS17R-6 @ 3/8”

“E” Dimension Steel “D”/2 + 0.405

“G” Gap @ 0.062 / 0.078

“R” Radius @ 0.062

“T” Metal Gauge @ 0.032

.500

R .38

CC-1G DESCRIPTION
• Sturdy design replaces old copper “one size only” clips, has ability to hold 3 different 

sizes of capillary tubing 1/8”, 1/4” and 3/8”.

• Accessory item for Freezestat (LLC series).

• Accessory item for Duct Temp Averaging (TSDC/TSDF, TDDC/TDDF, TXDC/TXDF, 

HATDDC/HATDDF, HATSDC/HATSDF, THDC/THDF, TLDC/TLDF series).
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