
WATER DETECTION
PRODUCT SERIES

GREYSTONE HAS AN ISO 9001 REGISTERED QUALITY SYSTEM

A selection of water detection products that are designed and 
manufactured for long-term stability and performance. Each product 
provides a repeatable and accurate output for efficient water detection 
and notification.

PRODUCTS
• Spot
• Remote Spot
• Conductivity cable
• Dual Channel Spot
• Dual Channel Remote Spot
• Dual Channel Conductivity cable



WATER DETECTION

SPOT WATER DETECTOR
WLDS Series

•  Monitors Variety of Liquids
•  Spot Detection
•  Fail-safe operation
•  1 or 2 Relay Output
•  LED status indication
•  Weatherproof Enclosure
•  Height adjustable legs

REMOTE SPOT WATER DETECTOR
WLDR Series 

•  Monitors Variety of Liquids
•  Remote Spot Detection
•  Multiple cable lengths
•  Fail-safe operation
•  1 or 2 Relay Output
•  LED status indication
•  Weatherproof Enclosure

WATER DETECTOR WITH CONDUCTIVITY CABLE
WLDC Series

•  Monitors Variety of Liquids
•  Conductivity cable
•  Multiple cable lengths
•  Optional Leader Cable
•  Fail-safe operation
•  1 or 2 Relay Output
•  LED status indication
•  Weatherproof Enclosure



WATER DETECTION

DUAL CHANNEL SPOT WATER DETECTOR  
WLD2S Series

•  Monitors Variety of Liquids
•  Dual channel – 2 Sensing inputs
•  Spot Detection
•  Choice of Remote or Conductivity Cable
•  Multiple cable lengths
•  Fail-safe operation
•  Independent relay output per channel
•  LED status indication
•  Weatherproof Enclosure
•  Height adjustable legs

DUAL CHANNEL REMOTE SPOT WATER DETECTOR
WLD2R Series

•  Monitors Variety of Liquids
•  Dual channel – 2 Sensing inputs
•  Remote Spot Detection
•  Choice of Remote or Conductivity Cable
•  Multiple cable lengths
•  Fail-safe operation
•  Independent relay output per channel
•  LED status indication
•  Weatherproof Enclosure

DUAL CHANNEL WATER DETECTOR WITH CONDUCTIVITY CABLE
WLD2C Series

•  Monitors Variety of Liquids
•  Dual channel – 2 Sensing inputs
•  Dual Conductivity Cable
•  Multiple cable lengths
•  Optional Leader Cable
•  Fail-safe operation
•  Independent relay output per channel
•  LED status indication
•  Weatherproof Enclosure



INTERNATIONAL GREYSTONE

Greystone Energy Systems Inc.

150 English Drive, Moncton 
New Brunswick, Canada E1E 4G7
Phone : +1-506-853-3057
Fax : +1-506-853-6014
North America: +1-800-561-5611

mail@greystoneenergy.com
www.greystoneenergy.com 
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Head Office & Manufacturing 
Moncton, New Brunswick, Canada   
North America Sales Offices 
Toronto, Ontario, Canada
Calgary, Alberta, Canada
Indianapolis, IN, USA
Boston, MA, USA

International Sales Offices
Bangalore, India 
New Delhi, India
Mumbai, India
Dubai, United Arabs Emirates
Peninsula Plaza, Singapore
Kuala Lumpur, Malaysia


