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I\: ENERGY SYSTEMS INC
TE500FL Series - Installation Instructions

INTRODUCTION

The single point flying lead temperature transmitter utilizes a precision
sensor that is encapsulated in a 50 mm (2”) long.x 6 mm (0.236") diameter
i ith 3.05 m (10") of
eat transfer, fast
BS enclosure is

response and resistance to moistur
provided for ease of installation.
BEFORE INSTALLATION
Read these instructions car i and commissioning
the temperature sensor. Fail these instructions may result in
product damage. Do nq,
with combustible or fla
device or in any other appli
result in persona

MOUNTING (DUCT)

The flying lead sensor can be used in several different types of applications where single poi
Listed below are some typical applications

The flying lead sensor can be installed directly into any air duct. Select a suitab
area in the middle of the duct. To achieve the best reading, do not place in

stratification may be present. Avoid areas where the sensor is exposed to i
temperature changes.

Figure 1

Once a suitable spot is selected, drill a 3/8” hole in the top of the duct a
mount a length of flexible duct hanger from top to bottom of the d
duct hanger using a tube clamp or wire tie. See Figure 1.

The flying lead could also be used to measure pipe temperature. Select
pipe, remove a small section of insulation if present and set asi i
compound be used to improve heat transfer. Spread a libe
thermal compound and secure sensor to pipe using a worm ge

. Lay probe in
p (not included).

screwdriver, remove the (2) screws, as sh in Fi Fig ure 2

connector. Insert the EMT or
alocknut as shown in Figure 4

Once wiring and set up are
screwdriver.

Figure 3 Figure 4
% ......... ®
o
©
@ EMT Connector
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RING

Deactivate the 24 Vac/dc power supply until all connections are made to the device to prevent equipment damage.

Use 14-22 AWG shielded wiring for all connections and do not locate the device wires in the same conduit with wiring used to supply
inductive loads such as motors. Make all connections in accordance with national and local codes.

The temperature transmitter comes with the temperature sensor pre-wired to the transmitter board. If removal is required for installation
then it may be re-wired as shown in Figure 6.

Pull at least six inches of control wire into the enclosure, then complete the wiring connection according to the wire diagram for the
applicable power supply and output signal type as shown in Figure 7.

Connect the DC positive or the AC voltage hot side to the PWR terminal. For voltage output or AC power, the
to the COM terminal. The device is reverse voltage protected and will not operate if connected backwards.
so the supply Common is the same as the signal Common. See Figure 7.

gumon is connected

power as shown in Figure 7.
Once all connections are made and checked, power can be applied.

NN u Figure 6
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o|o|o or wiring to transmitter
mlimlin
NEG SEN B =] O | Negative (Black)
®] O | Sense(Green)
#] O | Excitation (Red)
SENSOr TYPE ..cvvvvvveannnervssssssnnnssnnns 1000 ohm Platinum RTD
Sensor Accuracy. +0.3°C (0.94°F) @ 0°C (32°F) Transmitter Wiring to Controller
Probe Sensing Range 2010 60°C (-4 to 140°F) for 0-5 or 0-10 Vdc output  Wiring for 4-20 mA loop-powered
Wire Material ....FT-6 rated plenum cable, 22 AWG 24 Vdc power from output and external 24 Vdc power
Wire LENGEh v 3.05m (10) from controller
Probe Material ..........ccccoeeeceuuunnennn... 304 series stainless steel
Output Signal.....cccmereeesssnnnnnnd-20 MA current loop, 0-5 Vdc, or 0-10 Ve +24Vdo PUR +24Vdo
-5 or i Analog G - \nalog Inpul
(factory configured) Z;MM:;VG Input j::; S 20 mARnelog put
Transmitter Accuracy ... +0.1% of span, including linearity
Controller Controller

4-20 mA loop power supply......15-35 Vdc or 22-32 Vac

Minimum Loop Current ............ 2 mA nominal (occurs with sf Wiring for 0-5 or 0-10 Vdc output Wiring for 4-20 mA loop-powered
Maximum Loop Current........... 22.5 mA nominal (occurs wi signal and with external 24 Vdc OUtijt and external 24 Vdc power
su

Maximum Loop Load.........cccoue. >600 ohms power supply pply
0-5 Vdc Power Supply .. ...10-35Vdc or 10-32

PWR +24 Vide PWR +24 Vde
0-10 Vdc Power Supply... 15-35Vdc or 15- wio comion wba comon
Maximum Current (Voltage).....5 mA nominal com I 24 Vdc Power Supply coM 3O |:24 Vdc Power Supply
Maximum Output (Voltage) .....Limited to <5.5 0-10Vdc oumon Comon
Input Voltage Effect ... 05 0r 10 Ve ’}::'39 4-20 mA Analog Input
Protection Circuitry..........wweens Controller Controller

Ambient Operating Range.
Enclosure..
Wiring Connections..

Wiring for all output signals with
external 24 Vac power transformer

Country of OrigiN............eeeeuummmmnnnn: PWR 2%Vac
ot G COMMON
com I 24 Vac Transformer
COMMON
Analog Input
Controller
/ 304 Series S/S Probe
843 mm i 6.35 mm
3.320" f << ) P @ 20.95 mm 53.6 mm
— u
t 0.825" 2.1 l1 0
a ﬁ 3.05m | Various Probe
Yy | ] I Lengths |

10.0'
See Chart Pg 1
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